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1. DURING @ COCKPIT PRESSURIZAL IGN CHECK, ON ENGINE GROUPED 
408, ELEVATOR CONTROL COLUEN LOCKED IN THE NEUTRAL PUSrl iGNe 
CHE MECHANIC IN THE COCKPE! WaS UNABLE TO MUVE THR UUNTROL Sovak FORWARD 
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TRE SECOND FRESSURIZATI{ON TESi THE CONTROL CULUMN JAS ofare Ba | 
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GOWN FROM TNE HORIZONTAL EDGE OF THE EXHAUST LOUVRE. ~ THIRD 
PREGSURIZATION TEST WAS MADE. THE LOUVRE STILL FLEKEO AFT AND 
“UBBED THE BELL CRANK ASSEMBLY. & DOUBLER OF 684 24 SY flatndiAL AS 
MAGE THE SAME SIZE AS LOUVRE PANEL ASSEMBLY AND RIVEPED ON FORWARD bibs 
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eXESTING PLATE NUTS AND SCREWS. THE FOURTH PRESSURIZATI0®. % 
HADE, BELL CRANK AND CONTROLS FREE. LOUVRE PANEL SPILL FLEAS aF? 
QPPROXIWATELY 1/4". A CLIP WAS RIVETED TC THE PAWEL ASSEM:.y 
OND ATTACHED TO THE EJECTION SEAT RAIL FRAME BEAN, REF. F Sd9"x, 
WATH ® 6/32 SCREW FOR A SAFETY FACTOR (0 KEEP THE PANEL FROM 
GLEXING @FT INTO THE BELL CRANK ASSEMBLY. 
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SIVEN CONSIDERATION, MADE OF HEAVIER MATERIALS 
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